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6'

GRADE

PROFILE
CHANNEL INVERT

NO STEEPER THAN 2:1

S=2%

NO STEEPER THAN 4:1

12" BENCH

NO STEEPER THAN 1.5:1

S= 2%

1.5' MIN

VARIES

VARIES

1.5' MIN

VARIES

12" BENCH

EX. GROUND
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>FOR B _ 50'

STANDARD DRAWING NUMBER CH324

SHEET 1 OF 1

UNLINED CHANNEL

NTS

NTS

(SEE STD DWG M801)

6' CHAIN LINK FENCE

(SEE STD DWG M801)

6' CHAIN LINK FENCE

VARIES

   

 

 

-

-

LOW FLOW DETAIL

6" MIN

S=2% S=2%

AREAS PER SPECIFICATIONS.

HYDROSEED CHANNEL SIDE SLOPES AND DISTURBED

PROJECT DRAWINGS.

VALUES FOR D AND B SHALL BE SPECIFIED ON

THAN 4:1

NO STEEPER

ETW ETW

ACCESS ROAD ACCESS ROAD

6"

20' MIN 20' MIN

C CHANNEL

LC

TYPICAL CHANNEL SECTION

APPROVED SUBGRADE

FILTER MATERIAL ON

3" THICK LAYER OF

APPROVED SUBGRADE

FILTER MATERIAL ON 

3" THICK LAYER OF

SEE NOTE 2

THAN 2:1

NO STEEPER

6"
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